SINCE  1906,  the  R.  F.  Johnston 
Paint  Company  has  pioneered  in  the 
creation  of  new  and  better  finishes  for 
easier,  more-beautiful  decoration  plus 
utmost  protection.  We  present,  herein, 
close  duplications  of  colors  in  which 
these  Johnston  Paint  creations  are 
available,  along  with  handy  descrip- 
tions and  directions  for  their  use. 
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SURETY  BOND  HOUSE  PAINT 

It's "Adia-Thermatic"—  Defies  Sun’s  Rays 


SURETY  BOND  “Adia-Thermatic”  House 
Paint  filters  out  the  sun’s  infra-red  (heat) 
and  ultra-violet  (fading)  rays,  thus  giving  added 
protective  features  to  all  surfaces  coated  with 
this  “unusually  good”  paint. 

SURETY  BOND  gives  greater  surface  pro- 
tection, produces  a longer-lasting,  “whiter” 
White,  and  clearer  colors.  It  possesses  exceptional 
covering  and  spreading  qualities,  is  very  easy  to 
apply,  dries  with  an  enduring  smooth  sheen, 
goes  farther  and  wears  longer  ...  in  all  ways  is 
one  of  the  most  economical  home-beautifying 
and  protective  coatings  thus  far  devised. 

Naturally,  for  a paint  to  possess  all  these  im- 
portant qualities,  it  must  be  “differently”  better 
than  other  high-grade  prepared  paints.  The  R.  F. 
Johnston  Paint  Company  employs  exclusive 
methods  in  a thermochemic  treatment  of  the  oils 
in  SURETY  BOND,  plus  the  addition  of  cataly- 
zers which  fortify  them,  and  an  element  which 
filters  out  the  destructive  infra-red  and  ultra- 
violet rays  of  sunlight,  thus  giving  added  years 
of  beauty  and  service  to  surfaces  and  structures 
painted  with  this  ultra-modern  paint. 

This  thermochemic  treatment  of  the  oils  also 
makes  the  paint  more  resistant  to  all  weather — 
snow,  wind,  rain,  sleet  and  the  like.  When  ap- 
plied, SURETY  BOND  “Adia-Thermatic”  Paint 
does  not  shrink,  because  in  its  formulation  neces- 
sary provision  has  been  made  for  the  paint  to 
expand  and  contract  without  causing  the  film  to 
fracture.  All  surfaces  finished  with  SURETY 
BOND,  when  looked  at  through  a powerful 
magnifying  glass,  show  very  slight  corrugations; 
and  it  is  because  of  these  corrugations  that  the 
paint  can  and  does  expand  and  contract  with- 
out cracking,  thus  combating  peeling. 

In  short,  as  users  agree,  SURETY  BOND 
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House  Paint  is  about  the  most  modern  and  de- 
pendable of  all  prepared  and  ready-to-use  paints 
available  today,  and  one  of  the  most  beautiful. 

Condensed  Selling  Data: 

SURETY  BOND  “Adia-Thermatic”  House 
Paint  “Stays  Mixt.”  It  possesses  excellent  qual- 
ities of  opacity  and  durability,  in  colors  or  white. 
Defies  the  sun’s  rays  and  all  weather  for  years. 
Satisfaction  guaranteed,  per  indemnity  bond  on 
every  can. 

SURETY  BOND  is  made  from  specially 
treated  oils  and  permanent  pigments.  It  can  be 
used  one  coat  over  the  other. 

SURETY  BOND  WHITE  is  especially  recom- 
mended where  a really  pure  White  job  is  desired. 
No  “whiter”  ready-to-use  house  paint  is  obtain- 
able. It  is  White  when  applied,  and  it  stays  White. 

SURETY  BOND  White  and  Colors  are  put 
up  in  quarts,  gallons;  also  in  5-gallon  kits.  (Pints 
available  in  Outside  White  only.) 

Coverage:  When  applied  over  Johnston  Ex- 
terior Primer,  SURETY  BOND  House  Paint 
covers  approximately  750  square  feet,  one  coat 
on  surfaces  in  good  condition.  When  thinned 
according  to  directions,  and  applied  one  coat 
over  the  other,  the  covering  capacity  averages 
400  square  feet  for  two  coats. 

Directions: 

For  old  surfaces,  reduce  with  one  pint  of  tur- 
pentine and  one  pint  of  linseed  oil  to  the  gallon 
of  paint.  The  final  coat  should  be  applied  as 
nearly  as  possible  like  it  comes  from  the  can.  If 
too  heavy  for  brushing,  however,  reduce  with 
turpentine  only. 

When  SURETY  BOND  House  Paint  is  ap- 
plied over  Johnston  Exterior  Primer,  at  least  48 
hours  should  elapse  between  coats — a little 
longer  if  SURETY  BOND  is  applied  over  itself. 

Special  Recommendation: 

On  all  high-grade  jobs  where  the  owners  are 
looking  for  an  extra-durable  trim,  especially 
when  Browns,  Greens,  Blue  or  Red  are  used,  we 
unhesitatingly  recommend  Vasda  Trim  Colors 
(see  pages  6 and  7). 
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EXTERIOR  WHITE  PRIMER 

SCIENTIFICALLY  formulated  to  overcome 
checking,  cracking  and  peeling  troubles, 
Johnston  EXTERIOR  WHITE  PRIMER  is 
proving  a boon  to  master  painters  and  home 
owners,  as  its  scientifically  balanced  pigmenta- 
tion and  controlled  penetration  provide  the 
utmost  in  hiding  and  adhesive  qualities,  and 
extra  years  of  life  to  paint  jobs.  It  makes  house 
paint  “stick  tight”  over  new  wood  or  brick  sur- 
faces. Also  suitable  for  first-coating  old  work. 

Johnston  EXTERIOR  WHITE  PRIMER  in- 
sures a uniform  film,  improved  and  longer  gloss 
in  the  finished  job,  plus  increased  durability  in 
general.  It  definitely  aids  in  eliminating  peeling, 
blistering,  checking  and  excessive  chalking.  Pro- 
vides an  amazingly  strong  bond  between  under- 
surface and  paint. 

Condensed  Selling  Data: 

Reducers:  Johnston  Utility  Thinner  or  pure  tur- 
pentine. 

Dries:  Wait  48  hours  before  applying  finish  coat. 

Covers:  400  to  500  square  feet  to  gallon  on  wood, 
one  coat;  on  brick,  concrete  or  stucco,  a gallon 
covers  about  150  to  200  square  feet,  one  coat. 

Sizes:  Available  in  pints,  quarts  and  gallons ; also 
5-gallon  containers. 


Directions: 

On  all  repaint  work,  any  loose  or  scaling  paint 
should  be  removed  from  the  surface  by  scraping 
or  wire-brushing;  or,  if  in  bad  condition,  by 
burning  off  before  applying  any  new  paint. 

In  two-coat  work  where  the  finish  is  to  be 
other  than  White,  tint  Johnston  EXTERIOR 
WHITE  PRIMER  with  Color  in  Oil.  Do  not  add 
other  paints  to  this  product. 

Allow  at  least  48  hours  for  drying,  before 
applying  finish  coat.  During  inclement  weather 
or  cool  weather  in  Spring  or  Fall,  allow  addi- 
tional time  for  drying. 

Thinning:  EXTERIOR  PRIMER  should  be 
thinned  with  one  pint  of  turpentine  or  Johnston 
Utility  Thinner  to  the  gallon;  never  add  linseed 
oil  or  varnish  to  this  product. 
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SURETY  BOND  COLORS 


50  MARIE  BLUE 


58  KENT  GRAY 


51  BURMA  IVORY  59  LA  SALLE  GRAY 


52  PRIZE  CREAM  60  LEE  GRAY 


53  NEW  YORK  CREAM  61  SILVER  GRAY 


54  SAHARA  SAND  62  ZANE  GRAY 


55  CHARTER  OAK  63  GORDON  GRAY 


56  SANTOS  BROWN  64  IRIS  GREEN 


57  HUDSON  SEAL  *65  JUSTRITE  GREEN 


Nustrite  Green  is  slightly  higher  in  price. 

Also  66  Outside  White  and  Spar  Sash  Black 


Page  5 


Floor  Paint  Wall  Paint  Enamel,  Stains  Barn  & Roof  Miscellaneous 


VASDA  TRIM  and 
ORNAMENTAL  FINISHES 

FADING  of  trim  colors  has  caused  no  end  of 
trouble  in  the  paint-making  industry.  After 
years  of  research  and  practical  testing  on  jobs, 
however,  Johnston  has  been  able  to  produce  a 
new  type  of  trim  colors  that  retain  their  color 
and  lustre  for  years ! 

Just  as  modern  substitutes  are  taking  the  place 
of  silk  and  rubber,  as  synthetics  are  replacing 
lacquers,  now  semi-synthetics  are  replacing  old- 
type  trim  colors.  VASDA  is  a semi-synthetic 
finish  of  extreme  durability — the  kind  of  finish 
that  makes  every  trim  job  a delight  to  behold. 

Condensed  Selling  Data: 

Uses:  For  trim  on  homes  and  porches  and  sash, 
shutters.  Excellent,  too,  for  store  fronts. 

Permanency  of  Color:  The  colors  are  more  nearly 
permanent  than  you  ever  thought  a paint  or  ex- 
terior color  could  be.  They  stay  bright. 

Dries:  For  use  in  less  than  12  hours — 24  hours 
for  recoating. 

Reducers:  Johnston  Utility  Thinner  or  turpentine. 

Covers:  About  350  to  400  square  feet  to  gallon, 
two  coats. 

Sizes:  Quarts  and  gallons. 

Directions: 

Be  sure  the  surface  is  free  from  grease,  dust, 
etc.,  and  that  it  is  perfectly  dry.  Scrape  or  burn 
off  all  blistered,  scaling  or  cracked  paint. 

Do  not  add  other  paint  of  any  kind  with 
VASDA  Trim. 

New  Work:  Apply  first  coat  of  VASDA  Trim, 
thinned  with  Johnston  Utility  Thinner  or  tur- 
pentine at  the  rate  of  one  pint  to  the  gallon. 
Succeeding  coats  or  coat  should  be  applied  as 
material  comes  in  the  can.  Three  coats  are  de- 
sirable on  new  work.  Wait  at  least  24  hours 
between  coats  for  drying. 

Old  Work:  Apply  first  coat  thinned  with 
Johnston  Utility  Thinner  or  turpentine  at  rate 
of  one  pint  to  the  gallon.  Apply  second  coat  as 
material  comes  in  can.  Allow  at  least  24  hours 
between  coats. 

IMPORTANT:  Swiss  Green  should  be  used 
only  for  finish  coat.  Undercoat  with  a light  Green 
House  Paint — like  Iris  Green  Surety  Bond. 

For  further  information,  see  directions  on 
color  card  or  label. 
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VASDA  TRIM  and 
ORNAMENTAL  COLORS 


SWISS  GREEN 


TROPICAL  GREEN 


CLIFTON  GREEN 


BUFFALO  BROWN 


TAMPA  BROWN 


COLONIAL  BLUE 
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RAINBOW  HOUSE  PAINT 

RAINBOW  “the  Paint  with  the  Color  Appeal 
that  Lasts” — is  a high-grade,  ready-mixed 
product  scientifically  prepared  with  only  pig- 
ments and  liquids  that  have  proved  durable  and 
long-wearing.  Each  color  has  been  thoroughly 
tested  for  permanency. 

This  fine  paint  stirs  up  freely,  works  easily 
under  the  brush.  Its  outstanding  merit,  however, 
is  its  spreading  and  hiding  power  due  to  fineness 
of  grinding  and  a complete  and  thorough  mixing 
of  pigments  with  the  vehicle  or  liquids. 

Johnston  RAINBOW  House  Paint  is  abso- 
lutely uniform.  Every  batch  manufactured  is 
checked  against  both  wet  and  dry  standards,  for 
consistency  and  exact  color  or  shade. 

RAINBOW  Paint  has  been  made  and  sold  for 
decades  and  during  this  long  period  has  faith- 
fully met  every  test.  It  is  comparable  with  other 
high-grade  house  paints. 

Condensed  Selling  Data: 

Uses:  For  exterior  wood,  brick,  metal,  concrete. 

Dries:  In  24  to  36  hours — but  wait  72  hours  be- 
fore second-coating. 

Reducers:  Johnston  Utility  Thinner  or  turpen- 
tine and  linseed  oil. 

Covers:  About  350  square  feet  to  the  gallon, 
two  coats. 

Sizes:  Quarts  and  gallons;  also  5-gallon  containers. 
(Pints  available  in  Outside  White  only.) 

Directions: 

The  surface  must  be  dry,  clean,  smooth,  free 
from  dust  and  dirt.  Scrape  or  wire-brush  loose 
paint.  Be  sure  to  remove  any  scale  and  rust  from 
metal  surfaces. 

New  Work:  Reduce  priming  coat  with  one 
quart  of  linseed  oil  to  the  gallon  of  paint.  Re- 
duce second  coat  with  one  pint  of  turpentine  to 
the  gallon.  Apply  third  coat  as  in  can. 

Old  Work:  Reduce  first  coat  with  one  pint  of 
turpentine  to  the  gallon  of  paint.  Apply  finish 
coat  as  in  can. 

Do  not  use  linseed  oil  in  a finish  coat.  See  label 
or  color  card  for  complete  directions. 
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RAINBOW  COLORS 


35  RARE  IVORY 


40  FROST  GRAY 


42  FRISCO  FOG 


36  DESERT  SAND 


26  COLONIAL  YELLOW  *46  TAKHOMA  GREEN 


49  MADURA  BROWN 


Also  50  OUTSIDE  WHITE 


*Takhoma  Green  is  slightly  Higher  in  price. 
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MAMOLITH  HOME  and 
BUILDING  PAINT 

FOR  ""years  we  have  made  the  claim  that 
MAMOLITH  HOME  and  BUILDING 
PAINT  is  one  of  the  best  ready-mixed  paints 
obtainable  for  the  money.  Sturdy,  weather- 
resisting,  it  resists  sun,  rain,  sleet,  snow  and 
severe  temperature  changes.  Thousands  of  satis- 
fied users  acclaim  this  easy-working,  attractive 
paint  as  a truly  “mammoth”  value* 

You  can  depend  upon  MAMOLITH  HOME 
and  BUILDING  PAINT.  Realtors,  especially, 
find  it  economical  for  use  indoors  and  out  on 
buildings  that  require  frequent  renewals  and  a 
minimum  number  of  coats.  Works  easily  under 
the  brush,  flows  on  smoothly.  You  will  find 
MAMOLITH  colors  more  brilliant  and  beauti- 
ful than  most  other  paints  within  its  price  range. 

Condensed  Selling  Data: 

Uses:  For  exterior  wood,  brick,  metal,  concrete. 

Dries:  In  24  to  36  hours — but  wait  72  hours  be- 
fore recoating. 

Reducers:  Johnston  Utility  Thinner  or  turpen- 
tine and  linseed  oil. 

Covers : About  250  to  300  square  feet  to  gallon, 
two  coats. 

Sizes:  Quarts,  gallons;  also  5-gal.  containers. 

Directions: 

The  surface  to  be  painted  must  be  clean,  dry 
and  free  from  dust,  grease  or  dirt. 

New  Work:  For  the  prime  coat,  reduce 
MAMOLITH  with  one  quart  of  linseed  oil  to 
each  gallon  of  paint.  For  the  second  or  middle 
coat,  reduce  with  one  pint  of  Johnston  Utility 
Thinner  or  turpentine  to  each  gallon  of  paint. 
For  the  third  or  final  coat,  do  not  thin,  but 
apply  the  paint  as  in  can. 

Old  Work:  If  the  old  paint  is  scaled  or  blis- 
tered, it  should  be  scraped  or  burned  off.  Places 
where  the  old  paint  has  come  off  entirely  should 
first  be  primed,  the  same  as  new  wood.  Hard, 
glossy  surfaces  should  be  roughened  up  with 
coarse  sandpaper.  For  the  first  coat,  thin  with  one 
pint  of  Utility  Thinner  to  the  gallon  of  paint. 
For  the  second  coat,  use  the  paint  as  in  can. 
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MAMOLITH 
HOME  COLORS 


IVORY  SEA  SAND 


VERONA  GRAY  BALTIC  GRAY 


GREEN  BROWN 

Also  in  OUTSIDE  GLOSS  WHITE 
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THRIFT  UNREDUCED  PAINT 

WITH  THRIFT  Paint  you  can  meet  any 
legitimate,  quality  paint  competition. 

Thrift  Paint  is  a concentrated,  unreduced  basic 
paint  to  which  you  add  one  gallon  of  linseed  oil 
to  make  the  paint  ready  for  use.  THRIFT  Paint 
contains,  in  correctly  balanced  proportions:  lead, 
zinc,  titanium  and  magnesium  silicate — approxi- 
mately 85%  of  its  contents.  Comprising  the  other 
15%  are  linseed  oil,  japan  and  thinner. 

In  practically  all  cases,  your  customers  will 
save  $1.00  per  gallon,  and  where  THRIFT  Paint 
is  used,  your  customer  will  invariably  get  a satis- 
factory job. 

THRIFT  is  formulated  from  the  same  pig- 
ments used  by  manufacturers  in  the  production 
of  the  best  ready-mixed  paints.  The  only  thing 
that  is  necessary  is  to  add  oil  to  reduce  it  to  the 
proper  brush  consistency.  The  pigments  are 
those  used  by  leading  master  painters.  The  oils, 
of  course,  are  the  very  best.  Where  color  is  de- 
sired, the  customer  saves  by  buying  in  shades 
selected,  thus  saving  tinting  cost. 

Directions: 

One  gallon  of  THRIFT  Paint,  plus  the  proper 
amount  of  oil  and  thinner,  will  cover  about  600 
square  feet,  two  coats.  For  ordinary  work,  add 
one  gallon  of  pure  linseed  oil  to  each  gallon  of 
THRIFT  Unreduced  Paint.  For  first  coat  or 
primer  on  new  work,  add  more  oil — say,  \y% 
gallons  to  1 gallons  to  each  gallon  of  Thrift. 

For  second  coat,  add  % gallons  of  oil  and  1 
pint  of  Johnston  Utility  Thinner  or  turpentine. 
For  one-coat  job  on  old  work,  it  is  sometimes 
necessary  to  use  less  than  one  gallon  of  oil  to  one 
gallon  of  THRIFT,  to  secure  greater  opacity. 

On  old  work  where  surface  is  in  firm  condition 
and  the  paint  film  hard  and  slightly  glossy,  add 
a small  quantity  of  Utility  Thinner  or  turpentine, 
to  insure  greater  penetration  and  tenacity. 

See  color  card  or  label  for  further  information. 

Put  up  in  quarts  and  gallons;  also  in  5-gallon 
containers. 
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THRIFT  PAINT 
COLORS 


194  IVORY  180  PURE  GRAY 


193  CREAM 


192  BUFF 


1 82  FRENCH  GRAY 


1 87  CHOCOLATE  1 86  SHUTTER  GREEN 

Also  No.  195  WHITE 
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PORCH  and  DECK  PAINT 

THIS  high-gloss  paint  is  unique  in  its  com- 
bination of  protective  and  beautifying  prop- 
erties, to  the  Nth  degree.  Not  only  is  it  tread- 
proof,  rain-proof  and  storm-proof,  but  its  lus- 
trous, colorful  surface  literally  puts  to  shame 
porches  finished  with  ordinary  paints!  It  is  made 
of  the  most  durable  pigments  and  oils,  particu- 
larly adapted  to  severe  abrasion  and  exposure. 

Johnston  PORCH  and  DECK  Paint  colors 
stubbornly  resist  fading.  And  this  paint  will  not 
crack  or  peel  when  properly  applied  to  a fit  sur- 
face. Readily  washed — and  kept — spotlessly  clean. 

Condensed  Selling  Data: 

Uses:  Exterior  porch  floors,  boat  decks,  con- 
crete, wood,  linoleum  and  metal;  also  most  in- 
terior surfaces. 

Dries:  For  use  in  18  to  24  hours — 24  to  36  hours 
for  recoating. 

Reducers:  Utility  Thinner  or  turpentine. 

Covers:  About  650  square  feet  to  gallon,  first 
coat;  350  square  feet,  two  coats. 

Sizes:  Quarts  and  gallons. 

Directions: 

Cement  surfaces  should  first  be  cleaned  with 
a stiff  broom  or  brush  to  remove  all  dust  and 
grease  (soap  ducts  around  laundry  drains  should 
be  cleaned  with  naphtha).  If  the  cement  is  new, 
wash  the  surface  with  a solution  of  zinc  sulphate 
crystals — approximately  four  pounds  to  a gallon 
of  hot  water;  let  dry,  then  sweep  crystals  off 
surface  cleanly.  Apply  first  coat  of  Johnston 
PORCH  and  DECK  Paint  to  seal  pores;  follow 
with  second  coat  in  24  to  36  hours. 

If  this  paint  becomes  too  thick,  thin  it  spar- 
ingly with  Utility  Thinner  or  turpentine. 

A good,  clean  dry  surface  is  necessary.  Always 
use  a clean  brush. 


Pag*  14 


PORCH  and  DECK 
COLORS 


DIXIE  GRAY 


DUST 


PALM  BEACH  GRAY 


SMOKY  CITY  GRAY 
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RAINBOW  FLOOR  and  DECK 

JOHNSTON  RAINBOW  Floor  and  Deck 
Enamel  is  an  easy-working,  high-gloss  finish 
that  can  be  used  on  interior  or  exterior  floors. 
Produces  a smooth,  lustrous,  tough  coating  that 
is  extremely  resistant  to  weather,  water  and 
abrasion.  Will  not  water-spot  outdoors.  Properly 
applied  to  a fit  surface,  it  will  not  crack,  peel  or 
blister,  and  will  not  walk  or  scrub  off. 

Condensed  Selling  Data: 

Uses:  For  wood  or  concrete  floors,  steps,  plat- 
forms, etc.,  indoors  or  outdoors. 

Dries:  Overnight — 24  hours  for  recoating. 

Reducers:  Johnston  Utility  Thinner  or  tur- 
pentine only. 

Covers:  About  600  square  feet  to  gallon,  one 
coat;  325  square  feet,  two  coats. 

Sizes:  Quarts  and  gallons. 

Directions: 

The  surface  should  be  free  from  dirt  and 
grease,  and  perfectly  dry.  In  case  floors  have 
been  waxed  or  oiled,  clean  with  benzine  or 
naphtha  and  let  dry  thoroughly  before  applying 
RAINBOW  Floor  and  Deck  Enamel.  Stir  the 
enamel  well  before  using,  churning  it  up  from  the 
bottom  of  the  can  until  it  is  of  uniform  con- 
sistency. If  it  becomes  heavy,  thin  with  Utility 
Thinner  or  turpentine  only — do  not  use  linseed 
oil.  Brush  out  the  enamel  evenly  and  thoroughly. 
Do  not  apply  heavy  coats  to  floors. 

If  two  coats  are  necessary,  thin  the  first  coat 
liberally  with  Johnston  Utility  Thinner  or  tur- 
pentine and  brush  it  out  well;  let  dry  24  hours. 
Apply  the  second  coat  as  it  comes  in  the  can  or 
thinned  where  necessary  with  Utility  Thinner 
or  turpentine  only. 

NOTE:  Treat  new  concrete  floors  with  a solu- 
tion of  four  pounds  of  zinc  sulphate  to  the 
gallon  of  water,  then  flush  with  water.  Be  sure 
to  let  dry  before  applying  the  Enamel. 
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RAINBOW 

I FLOOR  and  DECK  COLORS 


DARK  TAN  GRAY 


BROWN  TILE  RED 


LEAD 
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DULL  KOTE 

The  Washable  Flat  Wall  Finish 

PERMANENTLY  beautiful  walls  and  wood- 
work are  made  easy  with  this  washable 
velvet-like  OIL  paint.  Flows  on  free  of  brush 
marks  or  laps.  Its  hard  but  elastic  surface  and 
beautiful  tints  endure  for  years. 

The  superior  hiding  and  spreading  qualities 
of  Johnston  DULL  KOTE  make  it  doubly  eco- 
nomical. It  is  rich,  mellow  without  a suspicion 
of  glare.  This  perfect  “flat”  finish  can  be  re- 
peatedly cleansed  with  soap  and  water. 

DULL  KOTE  Paint  can  be  applied  with  equal 
success  and  effectiveness  to  all  walls  and  sur- 
faces, whether  of  plaster,  wallboard,  cement, 
wood,  metal,  brick  or  stone. 

Condensed  Selling  Data: 

Uses:  Walls  and  ceilings,  woodwork,  radiators, 
brick,  metal,  stone,  concrete,  wallboard,  etc. 

Dries:  For  use  in  6 to  8 hours — overnight  for  re- 
coating. 

Reducers:  Utility  Thinner  or  turpentine. 

Primer:  First  Kote-Over  or  Dull  Kote  Sealer. 

Covers:  600  to  800  square  feet  to  gallon,  one  coat, 
on  smooth  walls;  500  to  600  square  feet  on 
medium- finish  walls;  400  to  500  square  feet  on 
rough  walls  or  over  wallpaper. 

Sizes:  Quarts  and  gallons;  also  5-gallon  containers. 
(Pints  available  in  White  only.) 

Directions: 

Do  not  brush  out  DULL  KOTE — simply  flow 
it  on  and  it  will  level  of  its  own  accord.  The  sur- 
face should  be  clean,  free  from  grease,  soot  and 
other  accumulations  before  applying  first  coat 
or  primer.  Usually  one  coat  of  Johnston  First 
Kote-Over  and  one  coat  of  DULL  KOTE  Paint 
will  make  a perfect  job.  Be  sure  to  use  a good 
clean  wall  brush  for  application.  If  too  thick, 
thin  with  Utility  Thinner  or  turpentine. 

DULL  KOTE  also  makes  a good  undercoat 
for  enamels,  especially  in  colors. 

For  further  information,  see  directions  on 
color  card  or  label. 
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DULL  KOTE  COLORS 


28  IVORY 


34  SANDSTONE 


13  LILY  GREEN 


14  APPLE  GREEN 


26  CORAL  TINT 


5 ROSE 


Also  made  in  WHITE 
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IVORY  KOTE 

The  Modified-Gloss  Enamel 

WASHABLE,  sanitary,  Johnston  IVORY 
KOTE  Enamel  meets  the  exacting  de- 
mands for  a high-grade  restful  modified-gloss 
enamel.  It  is  famous  for  its  richness  of  tone,  ease 
of  application  and  its  sanitary  and  durable 
qualities.  Leaves  no  brush  marks. 

If  properly  applied,  IVORY  KOTE  will  not 
craze,  crack,  chip,  peel,  blister  or  fade.  The 
white  remains  white,  the  colors  are  enduringly 
beautiful.  Has  great  hiding  and  covering  powers 
and  is  non-porous.  Resists  cleaning  agents  and 
hard  use. 

When  dry,  IVORY  KOTE  has  a lustre  mid- 
way between  a flat  finish  and  an  enamel,  giving 
a pleasing  dispersion  of  light  without  glare.  Ink, 
iodine,  indelible  pencil,  match  scratches,  etc., 
are  readily  washed  from  its  tile-like  surface. 

Condensed  Selling  Data: 

Uses:  Interior  walls,  ceilings,  woodwork,  radia- 
tors, metal,  etc.  Superior  for  kitchen  and  bath 
room  walls  or  woodwork. 

Dries:  For  use  in  12  hours — 24  hours  for  re- 
coating. 

Primer:  Johnston  First  Kote-Over. 

Reducers:  Johnston  Utility  Thinner  or  turpen- 
tine. 

Covers:  About  600  square  feet  to  gallon,  one  coat; 
350  square  feet,  two  coats. 

Sizes:  Pints,  quarts  and  gallons;  also  in  5-gallon 
containers. 


Directions: 

IVORY  KOTE  should  be  flowed  on  and  not 
brushed  out,  on  a surface  clean  and  free  from 
foreign  accumulations,  such  as  dirt  and  grease. 
Use  a clean  4"  or  5"  brush. 

Stir  thoroughly  before  using,  being  sure  the 
material  is  uniform. 

On  new  walls,  wallboard  or  woodwork,  first 
apply  a coat  of  First  Kote-Over  to  seal  the  sur- 
face. Wait  24  hours  before  following  with  the 
necessary  coat  or  coats  of  IVORY  KOTE. 

For  further  information,  see  directions  on  color 
card  or  label. 
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IVORY  KOTE  COLORS 


LIGHT  IVORY  LIGHT  CREAM 


RICH  CREAM  TEA  ROSE 


PUSSY  WILLOW  PLYMOUTH  GRAY 


ORCHID  JADE  GREEN 


COLLEGE  BLUE  NEPTUNE  GREEN 


TURF  TAN  FALL  TONE 

Also  made  in  WHITE 
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JOHNSTON  INTERIOR  GLOSS 

THIS  beautiful  interior  finish  flows  on  easily 
and  dries  with  a durable  gloss,  free  of  brush 
marks  or  laps.  It  is  excellent  for  decorating  walls, 
ceilings  and  woodwork  in  kitchens,  bath  rooms, 
recreation  rooms,  nurseries — as  well  as  offices, 
hospitals,  schools,  banks,  theatres,  etc. 

Properly  applied  to  a fit  surface,  Johnston 
INTERIOR  GLOSS  will  not  crack,  craze,  chip 
or  peel.  Its  tints  are  “clean”  and  enduring,  its 
satin-like  surface  is  as  sanitary  as  it  is  lovely. 

Condensed  Selling  Data: 

Uses:  Walls  and  ceilings,  woodwork,  etc. 

Dries:  For  use  in  12  hours — 24  hours  for  re- 
coating. 

Primer:  Johnston  First  Kote-Over. 

Reducers:  Utility  Thinner  or  turpentine. 

Covers:  About  600  square  feet  to  gallon  on  a 
smooth  surface,  one  coat;  or  350  square  feet, 
two  coats. 

Sizes:  Pints,  quarts  and  gallons;  also  5-gallon 
containers. 


Directions: 

Clean  surface  thoroughly,  removing  any  grease, 
dirt,  loose  paint,  wallpaper,  etc.  Calcimines  or 
similar  finishes  should  be  washed  off.  Fill  cracks 
with  Crack  Filler.  Stir  material  from  bottom  of 
can,  then  pour  from  can  to  can  until  uniform  in 
body.  Flow  it  on  like  varnish.  Let  dry  24  hours 
between  coats. 

New  Walls  and  Ceilings:  Priming  Coat — One 
coat  of  Johnston  First  Kote-Over  as  it  comes  in 
can.  Second  coat — Apply  INTERIOR  GLOSS 
as  in  can.  If  third  coat  is  desired — Reduce  second 
coat  with  a pint  of  Johnston  Utility  Thinner  or 
turpentine  per  gallon  of  INTERIOR  GLOSS, 
applying  final  coat  as  in  can. 

Old  Walls  and  Ceilings;  Metal  Ceilings  (new 
or  old);  Radiators:  First  Coat — Add  one  pint  of 
Johnston  Utility  Thinner  or  turpentine  to  each 
gallon  of  INTERIOR  GLOSS.  Second  coat — 
Apply  INTERIOR  GLOSS  as  in  can. 

For  information  on  painting  woodwork,  see 
directions  on  color  card  or  label. 
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INTERIOR  GLOSS 
COLORS 


IVORY  LIGHT  GRAY 


CREAM  PEA  GREEN 


PALE  BLUE 


BUFF 


Also  made  in  WHITE 


Page  23 


Enamel,  Stains  Barn  & Roof  Miscellaneous 


ONCE  OVER  FLAT  WALL 

ONE  COAT  of  this  unique  new,  decorative 
flat  wall  paint — not  two,  not  three — seals 
AND  finishes  most  surfaces.  For  an  inexpensive 
yet  satisfactory  job,  it  is  unsurpassed.  Johnston 
ONCE-OVER  Flat  Wall  Paint  saves  substan- 
tially in  material,  requires  only  half  the  usual 
labor  and  time  for  decorating. 

ONCE-OVER  is  an  oil-base  paint  in  semi- 
paste form  which  approaches  the  economy  of 
water  paints,  with  most  of  the  advantages  of 
flat-finish  oil  paints.  It  has  a smooth,  heavy 
body  that  is  easily  thinned  to  the  proper  brush- 
ing or  spraying  consistency  for  each  particular 
surface,  per  simple  directions  on  each  can. 
Leaves  no  brush  marks  or  laps,  no  glare  and  it’s 
really  washable. 

Even  over  porous  surfaces,  ONCE-OVER 
brushes  easily.  Holds  “wet  edge”  for  smooth, 
invisible  joining  of  laps.  “Sets”  in  about  one 
hour,  drying  fast  thereafter.  Can  be  recoated 
if  desired. 

Johnston  ONCE-OVER  is  “at  home”  over 
difficult  surfaces  like  calcimine  and  wallpaper; 
also  for  plaster,  concrete,  brick — in  the  home, 
in  hotels,  offices,  stores,  garages,  factories. 

Condensed  Selling  Data: 

Uses:  For  interior  walls  and  ceilings  in  living 
rooms,  bedrooms,  libraries,  offices,  showrooms, 
theatres,  etc. — overj  calcimine,  wallpaper,  plas- 
ter, wallboard,  brick,  cement,  metal  or  wood. 

Dries:  Sets  in  about  an  hour,  drying  rapidly 
thereafter. 

Primer:  None  required. 

Reducers:  Johnston  Utility  Thinner,  mineral 
spirits,  painters’  naphtha,  or  turpentine. 

Covers:  300  to  800  square  feet  to  gallon  when 
reduced,  one  coat,  depending  on  surface. 

Sizes:  Quarts,  gallons;  also  5-gallon  containers. 

Directions: 

Reduce  with  3 pints  of  Utility  Thinner,  min- 
eral spirits,  painters’  naphtha  or  turpentine  per 
gallon  of  ONCE-OVER.  For  complete  instruc- 
tions, see  directions  on  color  card  or  can. 
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ONCE-OVER  FLAT  WALL 
PAINT  COLORS 


TRUE  IVORY 


NULITE  CREAM 


TWO  NEW  TINTS 
floUnitiiii 

OICE* 


CORAL 


V 

SUNBEAM 

Popular  demand  inspired  these  smart  new  tints 
for  Johnston  “ONCE-CVER”  one-coat  OIL- 
BASE  wall  finish — truly  a “best-seller”  be- 
cause it’s  NOT  a water  paint!  Covers,  washes 
better,  lasts  longer — and  ONE  COAT  completes 
job — even  over  wallpaper!  Dries  in  1 hour. 

THE  R.  F.  JOHNSTON  PAINT  CO. 

CINCINNATI.  OHIO 
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SEAL  IT  WITH  PRIMA-SOTE 

WALLBOARD  SEALER 

THIS  elastic,  pigmented  first-coater  seals  in 
one  coat  when  thoroughly  dry.  It  eliminates 
suction  spots  and  highlights.  Brushes  on  smooth- 
ly and  dries  thoroughly  overnight.  One  coat  of 
either  semi-gloss  or  flat  wall  paint,  applied  over 
PRIMA-SOTE,  produces  a perfect  finish. 

Johnston  PRIMA-SOTE  makes  an  ideal  un- 
dercoater  over  porous  types  of  wallboards,  with 
the  use  of  Ivory  Kote,  Interior  Gloss,  Dull  Kote 
or  other  interior  decorative  finishes  for  the  final 
coat. 

PRIMA-SOTE  covers  100  to  300  square  feet 
to  the  gallon,  one  coat  (depending  upon  porosity 
of  board).  After  reduction  with  turpentine,  this 
semi-paste  material  has  a somewhat  heavy  body, 
but  brushes  out  with  surprising  ease.  It  may  be 
tinted  to  light  shades — such  as  ivory,  cream, 
pale  gray — with  small  amounts  of  Colors  in  Oil. 

PRIMA-SOTE  is  put  up  in  quarts  and  gallons; 
also  in  5-gallon  containers. 

FIRST  KOTE-OVER 

AN  opaque,  elastic  foundation  for  use  under 
all  types  of  wall  finishes  on  plastic,  metal, 
wood,  w’allboard,  brick,  cement  or  any  type  of 
indoor  surface.  Eliminates  necessity  of  delaying 
work  while  plaster  or  cement  dries  out;  may  be 
applied  as  soon  as  they  become  firmly  set.  Pre- 
vents plaster  from  injuring  the  finish  coats.  Its 
dense  body  seals  surface  so  that  with  a coat  of 
enamel,  flat  or  gloss  paint  is  usually  sufficient 
for  the  most  aggravated  wall  surfaces. 

A gallon  covers  350  to  600  square  feet  one 
coat,  depending  on  surface.  Do  not  add  linseed 
oil,  varnish  or  other  paints  to  1st  KOTE-OVER; 
if  too  thick,  thin  slightly  with  Johnston  Utility 
Thinner  or  turpentine.  Allow  12  to  24  hours  to 
dry  before  applying  finishing  coats. 

FIRST  KOTE-OVER  is  put  up  in  quarts  and 
gallons;  also  5-gallon  containers. 


JOHNSTON  CASEIN  PAINT 

JOHNSTON  Casein  Paint  is  a wall-and-ceiling 
paint  in  paste  form,  for  thinning  with  water. 
Its  adaptability  is  universal,  whether  for  living 
room,  dining  room,  bedroom,  office,  showroom 
or  factory.  It  is  easy  to  apply,  quick  to  dry,  and 
economical,  especially  in  first  cost.  No  time  need 
be  lost  in  waiting  for  fresh  plaster  or  concrete  to 
season  before  painting.  On  fresh  plaster  or  con- 
crete, if  drying  conditions  are  favorable,  Casein 
Paint  can  be  applied  within  48  hours.  Put  up  in 
quarts  and  gallons;  also  in  5-gallon  containers. 

Directions : Use  5 pints  of  cold  water  to  gallon  of 
Casein  paste.  Put  paste  in  clean  container  and 
stir  thoroughly  before  adding  the  water.  Measure 
water  in  separate  container,  add  it  to  paste 
gradually,  stirring  constantly  until  mixture  is  of 
smooth,  creamy  consistency.  Always  use  a clean 
brush.  A gallon  of  paste,  plus  water,  covers,  one 
coat:  smooth  plaster,  or  an  oil-painted  surface, 
750-1000  sq.  ft.;  wallboard,  450-600  sq.  ft.;  con- 
crete, brick,  300-350  sq.  ft. ; inslt’g  board,  250  sq.  ft. 


LIGHT  IVORY  CREAM 


BUFF  TAN 


PALE  BLUE  PALE  GREEN 


PALE  PINK 
Also  made  in  WHITE 
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SCOTCH  FOUR-HOUR  ENAMEL 


BRUSH — a can  of  Johnston  SCOTCH  Four- 


Hour  Enamel — and  a little  effort  can 


achieve  marvels  in  decoration!  This  new-type 
enamel  covers  and  rejuvenates  furniture,  wood- 
work, etc.,  in  ONE  COAT.  No  previous  experi- 
ence in  the  application  of  enamels  is  necessary 
to  insure  a beautiful  job  with  SCOTCH  Four- 
Hour.  This  sparkling  enamel  levels  out  like  a 
sheet  of  glass. 

SCOTCH  Four-Hour  Enamel  resists  alcohol, 
acid,  ammonia  and  other  alkalies,  scalding-hot 
water,  severe  wear  and  weather.  It  is  usable  on 
practically  all  interior  surfaces,  including  floors, 
woodwork,  furniture,  breakfast  nooks,  toys,  as 
well  as  on  autos,  canoes,  yachts,  lawn  and  porch 
furniture — truly  a general-utility  enamel  of  ex- 
ceptional richness  and  durability. 

Because  of  SCOTCH  Enamel’s  single-coat 
coverage,  even  over  contrasting  colors  of  old 
paint,  it  costs  no  more  to  use  than  ordinary 
enamels.  Dries  for  use  in  about  four  hours — 
decorate  in  the  morning,  use  before  nightfall! 


Condensed  Selling  Data: 


Uses:  For  furniture,  woodwork,  walls,  toys  of 
metal  or  wood,  bric-a-brac,  autos,  boats,  porch 
or  lawn  sets,  etc. 

Dries:  Dust-free  in  about  one  hour,  ready  for  use 
in  about  four  hours. 

Reducers:  Utility  Thinner  or  turpentine  (never 
use  linseed  oil  in  enamel). 

Covers:  About  550  square  feet  to  the  gallon,  one 
good  coat. 

Sizes:  pints,  )/£  pints,  pints,  quarts  and  gallons. 


Directions: 


Be  sure  surface  is  thoroughly  clean  and  dry. 
Any  wax,  furniture  polish,  grease  or  oil  should 
be  removed  by  washing  with  a cloth  saturated 
with  Utility  Thinner  or  turpentine.  If  surface  is 
rough  or  has  high  gloss,  sand  it  with  00  or  000 
sandpaper  and  wipe  off  carefully. 

Stir  enamel  thoroughly  and  flow  on  freely  with 
clean  varnish  brush.  If  a second  coat  should  be 
desired,  let  first  coat  dry  six  hours  or  more. 

If  the  enamel  grows  too  heavy,  thin  with 
Johnston  Utility  Thinner  or  turpentine. 
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SCOTCH  4-HOUR  COLORS 


ORANGE 


PASTEL  GREEN 


FRENCH  GRAY 


VIRGIN  IVORY 


SKY  BLUE 


TURQUOISE 


HAZY  GRAY 


RICH  CREAM 
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SUPER  DUTY  4-HR.  ENAMEL 
and  STAINS 

THIS  beautiful,  high-gloss  finish  has  all  the 
qualifications  of  enduring  beauty  and  econ- 
omy. Ease  of  application  and  hiding  qualities 
make  Johnston  SUPER  DUTY  Enamel  and 
Stains  outstanding  in  popularity.  These  finishes 
dry  quickly  with  a good  lustre. 

SUPER  DUTY  Enamel  and  Stains  will  not 
chip,  crack  or  peel  when  properly  applied  to  a 
fit  surface.  They  are  self-leveling — they  leave  no 
brush  marks.  SUPER  DUTY  will  stand  repeated 
cleaning  and  scrubbing;  resists  hot  water, 
ammonia  and  severe  wear. 

The  beautiful  colors  available  in  SUPER 
DUTY  Enamel  were  chosen  for  their  broad 
appeal.  The  versatility  of  these  colors,  as  well  as 
the  stains,  will  be  welcomed  by  the  unskilled 
user  as  well  as  by  the  experienced  decorator,  for 
practically  all  interior  decoration. 

Condensed  Selling  Data: 

Uses:  For  furniture,  woodwork,  walls,  floors,  toys 
of  metal  or  wood,  etc. 

Dries:  Dust-free  in  to  2 hours,  hard  in 
approximately  4 hours. 

Reducers:  Johnston  Utility  Thinner  or  turpen- 
tine (never  use  linseed  oil  in  enamel). 

Covers:  About  500  sq.  ft.  to  the  gallon,  one  coat. 

Sizes:  Enamel — No.  1 and  2 cans,  pints,  quarts 
and  gallons.  Stains  in  same  sizes  except  not  put 
up  in  No.  l’s  or  pints.  Ground  Color  in  No.  2’s, 
pints,  quarts  and  gallons. 

Directions: 

Be  certain  surface  is  thoroughly  clean  and  dry. 
Any  wax,  furniture  polish,  grease  or  oil  should 
be  removed  by  washing  with  a cloth  saturated 

with  Utility  Thinner  or  turpentine.  If  surface  is 
rough  or  has  high  gloss,  sand  it  with  00  or  000 
sandpaper  and  wipe  off  dust  carefully. 

Stir  enamel  thoroughly  and  flow  on  freely  with 
clean  varnish  brush.  If  a second  coat  should  be 
desired,  let  first  coat  dry  about  six  hours  or  more. 

If  the  enamel  grows  too  heavy,  thin  with 
Johnston  Utility  Thinner  or  turpentine. 
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SUPER  DUTY  COLORS 

- ENAMELS  - 


Persian  Orange  DAWN  GRAY 


MINT  GREEN 


CREAM  ACORN  POPPY  RED 

Also  WHITE,  BLACK  and  CLEAR 


- STAINS  - 


LIGHT  OAK  DARK  OAK 


WALNUT  MAHOGANY 


- GROUND  COLOR  - 

(For  use  under  stains;  etc) 
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OLD  CHELSEA  “QUICK” 
WHITE  ENAMEL 

A SUPERIOR  white,  free-flowing  enamel, 
drying  quickly  to  a hard  porcelain-like  sur- 
face. Words  are  inadequate  to  describe  fully  the 
beauty,  clarity  of  tone  and  remarkable  depth  of 
brilliancy  this  exceptional  enamel  produces ! 

OLD  CHELSEA  White  Enamel  is  made  by 
a unique  Johnston  process,  from  treated  oils  and 
synthetic  gums,  giving  to  this  product  a mirror- 
like finish  as  well  as  excellent  weather-resisting 
qualities  when  desired  for  outdoor  use. 

OLD  CHELSEA  is  adapted  for  use  on  any 
interior  OR  exterior  surface.  It  is  especially  for- 
mulated for  the  finishing  or  refinishing  of  re- 
frigerators, furniture,  woodwork,  walls,  ceilings, 
autos,  trucks,  canoes  and  boats.  OLD  CHELSEA 
also  provides  an  immaculate  white  for  the  deco- 
ration of  bakeries,  modern  food  shops,  hospitals, 
hotels  and  homes  where  a true  snow  white  with 
lustre  and  permanent  finish  is  necessary.  Dries 
hard  overnight. 

One  gallon  of  OLD  CHELSEA  White  Enamel 
will  cover  about  500  square  feet,  one  coat.  Put  up 
in  pints,  quarts  and  gallons. 

DULL  KOTE  ENAMEL  UNDERCOAT 

A FINELY  ground  flat  white  undercoat.  Pro- 
duces a smooth,  velvety,  hard  finish  excel- 
lent for  use  under  enamels  where  a porcelain-like 
finish  is  desired. 

Flows  on  smoothly,  leveling  out  free  from 
brush  marks.  This  undercoat  is  ground  extremely 
fine  and  requires  very  little  or  no  sanding,  when 
used  as  a ground  work  for  succeeding  coats  of 
enamel. 

One  gallon  of  DULL  KOTE  ENAMEL  UN- 
DERCOAT covers  about  500  square  feet,  one 
coat.  In  Yi  pints,  pints,  quarts  and  gallons. 

THRIFT  DE  LUXE  ENAMEL 

FREE-FLOWING,  free-brushing.  One  of  the 
whitest,  retentive  whites  on  the  market.  An 
excellent  enamel  for  master  painters,  and  the  best 
interior  enamel  for  hotels,  hospitals,  apartment 
and  office  buildings — all  types  of  maintenance 
work.  Dust-free  in  2 to  3 hours,  ready  for  re- 
coating overnight  to  24  hours,  depending  upon 
drying  conditions. 

One  gallon  covers  about  500  square  feet,  one 
coat.  In  quarts  and  gallons. 
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SCOTCH  OIL  WOOD  STAINS 

SCOTCH  Oil  Wood  Stains  are  prepared  for 
new  woodwork,  to  meet  the  need  for  a per- 
fect stain  closely  resembling  any  of  the  more 
costly  woods  like  mahogany,  walnut  and  oak. 
Will  not  raise  the  grain  of  the  wood.  Will  not 
fade  easily.  Easy  of  application  without  visible 
laps.  The  longer  these  stains  dry  before  wiping, 
the  darker  the  color.  All  colors  are  intermixable. 

For  correct  application,  see  directions  on  color 
card  or  can. 

Condensed  Selling  Data: 

Uses:  On  new  woodwork,  before  varnishing  or 
waxing.  Also  for  floors,  furniture,  etc. 

Reducers:  Utility  Thinner  or  turpentine. 

Dry:  Ready  for  varnishing  in  12  to  18  hours. 

Covers:  Approximately  800  square  feet  to  gallon, 
one  coat,  depending  on  surface  and  application. 

Sizes:  Yi  pints,  quarts  and  gallons. 


DARK  OAK 


WALNUT 


MAHOGANY 


Dk.  Brown  Mahogany 


The  bottom  halves  of  chips  show  the  effect  of  varnishing. 
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IRON  KOTE  BLACK  ENAMEL 

ONE  coat  of  Johnston  IRON  KOTE  Enamel 
will  produce  a durable  glossy,  black  finish 
on  any  metal  surface,  cold  or  hot.  Especially 
adapted  for  stovepipes,  grates,  radiators,  heating 
drums,  furnaces,  steam  pipes,  pumps,  iron  fences, 
fire  escapes,  etc.  On  a hot  surface,  it  sets  and 
dries  almost  instantly.  On  cold  surfaces  it  sets 
quickly,  free  from  dust,  but  should  be  allowed 
to  dry  overnight. 

Withstands  extreme  heat  without  any  material 
injury.  Is  jet  black  and  retains  its  gloss  for  an 
unusually  long  time. 

Gallon  covers  about  500  square  feet,  one  coat. 

Put  up  in  }4  pints,  pints,  pints,  quarts  and 
gallons. 

JOHNSTON  SCREEN  PAINT 

PROVIDES  sure  and  lasting  protection  for 
screens  on  windows,  doors  and  porches  and 
at  the  same  time  makes  them  more  attractive. 
It  may  be  applied  easily  with  an  ordinary  paint 
brush,  or  with  a screen  applicator.  Although  it 
covers  and  preserves  every  part  of  the  fabric,  it 
does  not  fill  the  mesh.  For  wire  screens  as  well 
as  wood  and  metal  frames.  A half-pint  is  suffi- 
cient to  give  a door  and  three  half-screens  one 
coat.  Made  in  Black  and  Green. 

Put  up  in  Yi  pints,  pints,  quarts  and  gallons. 

JOHNSTON  GOLD  AND 
ALUMINUM  ENAMELS 

(In  Double-Compartment  Cans) 

THE  powder  and  liquid  are  in  separate  com- 
partments of  the  container.  There  are  suffi- 
cient proportions  of  bronzing  powder  and  liquid 
to  make  a perfect  mixture  for  any  use.  This 
product  is  excellent  for  beautifying  picture  frames, 
furniture,  metal  grill  work,  bric-a-brac,  radia- 
tors, etc.  Covering  capacity,  about  600  square 
feet  per  gallon,  one  coat. 

NOTE:  Gold  and  Aluminum  Enamels  are  off  the  market  for 
duration  of  the  National  Emergency. 
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VI-VA  ALUMINUM  ENAMEL 

THIS  quality  aluminum  finish  possesses  maxi- 
mum hiding  and  spreading  qualities,  and  re- 
tains its  uniform  brilliance  in  the  handy,  ready- 
mixed  form.  It  resists  heat,  rust,  weather,  cor- 
rosive gases  and  effectively  deflects  the  sun’s 
rays.  Heavy-bodied — won’t  settle  hard  in  can. 

Johnston  VI-VA  Aluminum  Enamel  has  proved 
itself  superior  for  numerous  types  of  surfaces,  in 
the  home  and  elsewhere.  Excellent  for  brighten- 
ing and  decorating  cellar  walls,  furnaces,  piping, 
also  fences,  barns,  tanks,  ornamental  iron  work, 
toys,  bric-a-brac,  etc. — in  fact  for  beautifying 
and  preserving  practically  any  surface  of  metal, 
stone,  concrete,  wood,  fabric,  etc. 

VI-VA  Aluminum  is  readily  applied  with  brush 
or  spray.  Dries  hard  in  about  eight  hours.  Its 
smooth  surface  sheds  dirt,  is  readily  washed  clean. 
A gallon  covers  about  600  square  feet,  one  coat. 

The  surface  to  be  enameled  should  be  clean, 
free  from  oil,  grease  or  wax,  and  thoroughly  dry. 
Stir  aluminum  thoroughly,  churning  from  bot- 
tom of  can  until  it  is  uniform  in  consistency. 
Apply  with  good  varnish  brush,  keeping  the  brush 
fairly  full  to  avoid  brushing  back  and  forth,  as 
otherwise  the  brilliancy  of  the  finish  will  be  im- 
paired. If  material  is  to  be  subjected  to  outside 
exposure  on  metal,  a coat  of  rust-inhibitive 
primer  is  recommended  under  the  aluminum 
coat.  If  thinning  is  necessary,  use  naphtha  or 
benzine.  (Do  NOT  use  turpentine.) 

WARNING — Care  should  be  taken  in  removing 
cover  from  can,  as  pressure  which  sometimes 
forms  in  the  package  may  force  the  lid  out  sud- 
denly. Keep  head  and  eyes  away. 

NOTE:  Aluminum  Enamel  is  off  the  market  for  duration  of  the 
National  Emergency. 

ANTI-CORROSIVE  PAINT 

A RUST-PROHIBITIVE  gray  for  all  black 
iron  and  tin  surfaces.  Especially  prepared 
as  a replacement  for  Aluminum  Paint.  For  in- 
terior and  exterior  use.  A wonderful  prime  coat 
under  aluminum  or  other  types  of  paint  finishes. 
Dries  overnight.  Reduce,  when  necessary,  with 
Johnston  Utility  Thinner  or  turpentine.  A gallon 
covers  about  600  square  feet,  one  coat.  Put  up  in 
gallons;  also  5-gallon  containers. 
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DULTONE  SHINGLE  STAINS 

Beautify  and  Preserve  Roofs,  Sidewalls 

NEW  or  old,  the  roof  and  side  walls  of  your 
shingled  home  can  be  beautified  with 
Johnston  DULTONE  Shingle  Stains,  and  kept 
that  way.  These  high-grade  creosote  stains  pene- 
trate and  preserve  wood  against  mildew,  rot  or 
decay.  Their  protective  film  defies  the  sun  and 
severest  climatic  changes  — driving  rain,  frost, 
sleet,  snow. 

DULTONE  Shingle  Stains  hold  their  original, 
mellow  color  far  longer  than  do  ordinary  shingle 
stains.  A home  thus  fortified  may  not  need  re- 
pairs or  redecoration  for  years ! 

Condensed  Selling  Data: 

Uses:  For  dipping  or  brushing  wood  shingles, 
also  rough-finish  lumber,  on  homes,  buildings, 
fences,  etc. 

Colors:  In  White  and  10  shades — Greens,  Browns, 
Reds  and  Gray. 

Coverage  (based  on  4 x 16"  regulation-sawed 
cedar  shingles) — Two  Brush  Coats:  About  100 
to  125  sq.  ft.  of  shingle  work  per  gallon.  Dipping: 
About  2 Yi  to  2%  gallons  per  1,000  shingles. 
Dipping,  Then  Applying  One  Brush  Coat  After 
Shingles  Laid:  About  3 gallons  of  shingle  stain 
are  required  per  1,000  shingles. 

Sizes:  Gallon  and  5-gallon  containers;  also  55- 
gallon  drums. 

Directions: 

Surface  to  be  stained  must  be  dry  and  free  of 
dirt  or  grease.  Stir  the  stain  frequently  while 
using.  It  can  be  brushed  on  after  shingles  are 
laid,  or  shingles  can  be  dipped — with  similar 
color  effect.  If  the  stain  is  brushed  on,  apply  two 
coats,  allowing  ample  drying  time  between  coats. 
Varying  porosity  of  wood  causes  some  shingles 
to  absorb  more  stain  than  others,  producing  the 
popular  mottled  effect. 

DULTONE  Shingle  Stains  are  non-poisonous, 
but,  owing  to  the  disagreeable  taste,  roof  water 
should  be  drained  off  until  two  or  three  heavy 
rains  have  washed  off  excess  stain,  before  let- 
ting any  water  into  a cistern. 

NOTE:  Dipping  preserves  shingles  better  than 
brushing.  Only  % of  a shingle  need  be  dipped. 
Simply  throw  the  shingles  into  a loose  pile  to 
dry,  after  dipping. 
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TURKEY  BARN  and  ROOF 

TURKEY  Barn  and  Roof  is  a definitely  “bet- 
ter” paint  for  wood,  brick,  concrete  or  metal 
surfaces.  Made  from  the  most  durable  pigments, 
combined  with  pure  linseed  oil  and  dryers.  It 
arrests  corrosion  on  metallic  surfaces,  preserves 
and  beautifies  all  other  exterior  surfaces.  Prop- 
erly applied,  it  will  not  crack,  peel  or  flake  off. 
TURKEY  RED  makes  an  ideal  first-coater  on 
brick,  where  flat  brick  red  is  to  be  used  for  the 
final  coat.  See  label  for  complete  instructions. 

Condensed  Selling  Data: 

Uses:  On  exterior  wood,  brick,  steel,  concrete, 
barns  and  roofs,  buildings,  cribs,  silos,  fences, 
structural  iron  work. 

Reducers:  Linseed  oil,  Johnston  Utility  Thinner 
or  turpentine. 

Dries:  In  18  to  24  hours — 48  to  60  hours  for  re- 
coating. 

Covers:  300  to  500  square  feet  to  gallon,  one  coat 
on  wood ; 400  to  600  square  feet  one  coat  on  metal. 

Sizes:  Quarts  and  gallons ; also  5-gallon  containers. 


TURKEY  RED 


Pag*  37 


Barn  & Roof  Miscellaneous 


NO-EQ-UAL  SUPER-FIBRE 
ROOF  COATING  (BLACK) 

COMPOSED  of  the  best  grade  of  Mexican 
petroleum  asphaltums,  asbestos  fibre  and 
waterproofing  oils,  NO-EQ-UAL  Super-Fibre 
Roof  Coating  is  ideal  for  protecting  composition, 
metal  and  wood  roofs,  gutters,  etc.  It  renews  old 
roofs,  stops  ordinary  leaks,  and  adds  years  of 
service  to  the  surface.  As  NO-EQ-UAL  coating 
contains  NO  COAL  TAR,  it  will  not  melt  or 
run,  even  on  the  hottest  day.  It  will  not  crack 
during  the  winter,  being  very  elastic.  Can  be 
applied  at  any  time  during  the  year;  however, 
best  results  for  wear  and  protection  are  ob- 
tained by  application  during  spring  or  fall. 

This  material  fills — and  keeps  filled — pin- 
holes or  small  rusted-out  places,  nail  holes  and 
lap  seams,  makes  the  roof  last  for  years  longer ! 
Larger  holes  and  cracks  should  first  be  patched 
by  applying  roof  coating  covering  with  muslin 
extending  an  inch  on  each  side  of  the  hole,  and 
then  recoating. 

NO-EQ-UAL  Super-Fibre  Roof  Coating  is  a 
heavy  liquid,  applied  with  a roofing  brush. 

Available  "•’"on  and  5-gallon  containers; 
also  in  55-gaxion  w urns. 

Quantity  Requirements: 

Tin  Roofs:  Use  \}4  gallons  to  1^  gallons  of 
Roof  Coating  for  every  100  square  feet  of  surface 
to  be  covered. 

Corrugated  Metal  and  Asphalt  Paper  Roofs: 
1 y2  gallons  to  2 gallons  per  100  square  feet. 

Concrete  Roofs:  2 to  3 gallons  per  100  square 
feet  after  priming. 

Gravel  and  Slag  Roofs:  2 to  5 gallons  per  100 
square  feet. 
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MAMOLITH  BARN  and  ROOF 

MAMOLITH  Barn  and  Roof  Paint  is  made 
to  resist  gaseous  fumes  and  all  weather. 
It  is  a pleasing,  medium  red  that  slays  red. 

On  metal  surfaces,  MAMOLITH  prevents 
rust  and  corrosion.  It  has  exceptional  hiding  and 
spreading  qualities.  One  coat  usually  covers. 
This  dependable  paint  will  add  years  to  the  life 
of  wood,  brick  or  metal  structures. 

The  base  of  MAMOLITH  is  Red  Iron  Oxide 
ground  in  special ly-treated  oils. 

See  color  card  or  label  for  directions. 

Condensed  Selling  Data: 

Uses:  Barns,  sheds,  garages,  warehouses,  silos, 
out-buildings,  roofs,  fences,  metal  buildings, 
bridges,  structural  steel  grain  elevators. 

Covers:  400  to  500  square  feet  to  gallon  on  metal, 
one  coat;  less  on  wood,  etc.,  depending  on  por- 
osity of  surface. 

Dries:  For  use  in  18  to  24  hours — 72  hours  for 
recoating. 

Reducer:  Linseed  oil. 

Sizes:  Quarts  and  gallons;  also  in  5-gallons. 


MAMOLITH  RED 
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NO-EQ-UAL  BLACK  ROOF 
and  METAL  PAINT 

NO-EQ-UAL  Black  Roof  and  Metal  Paint 
is  a liquid  black  asphalt  made  from  Mexi- 
can petroleum  asphalt.  It  is  free  from  coal  tar. 
Excellent  for  preserving  tinned,  iron,  paper  and 
felt  roofs,  smokestacks,  boiler  fronts,  iron  and 
steel  girders,  beams  and  sheet  metal  work — 
where  there  is  dampness,  acid  or  alkali  fumes. 

For  waterproofing  the  exterior  of  basement 
walls,  below  the  surface  line,  NO-EQ-UAL 
Black  Paint  is  especially  effective.  It  prevents 
moisture  and  seepage  from  entering  the  cellar. 
In  fact,  NO-EQ-UAL  Black  should  be  applied 
to  the  loundation  on  all  new  buildings  prior  to 
filling  around  the  foundations. 

This  material  comes  ready  for  use.  One  gallon 
will  cover  about  100  to  150  square  feet,  one  coat, 
on  wood  surfaces,  paper  or  composition  roofing, 
brick  or  cement,  and  300  to  400  feet  on  metal. 

NO-EQ-UAL  Black  is  put  up  in  one  and  5- 
gallon  cans;  also  in  55-gallon  drums. 

KANTLEAK  BLACK  ROOF  CEMENT 

APLASTIC  material  composed  of  the  same 
ingredients  as  liquid  Roof  Coating  but  con- 
taining more  binder  and  asbestos  fibre  and  less 
solvent.  It  will  withstand  excessive  heat  and 
outlast  the  roof. 

KANTLEAK  is  easily  applied  with  a brick 
mason’s  trowel  or  putty  knife,  where  a very 
heavy  coating  is  desired  for  stopping  leaks  in 
tin  gutters,  tin  roofs,  flashings  around  chimney 
joints  and  vents,  fire  walls,  slate;  also  for  caulk- 
ing windows  and  door  frames  and  sealing  cracks 
and  holes  where  weather  or  damp-proofing  is 
desired.  It  is  excellent,  too,  for  bedding  slate 
or  tile.  The  large  holes  can  be  mended  by  apply- 
ing a patch  of  metal,  canvas  or  roofing  paper 
coated  on  under  side  with  KANTLEAK  and 
nailed  in  place,  then  covered  with  KANTLEAK. 

If  KANTLEAK  becomes  too  thick,  simply 
reduce  with  a little  turpentine. 

KANTLEAK  Black  Roof  Cement  is  put  up 
in  1,  5,  10  and  25-pound  cans  and  in  150,  375 
and  550-pound  drums. 
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JOHNSTON  WAGON,  TRUCK 
and  IMPLEMENT  PAINT 

COMPOSED  of  hard-drying  varnishes  and 
strong  pigments.  Affords  positive  protection 
from  weather — which  can  destroy  farm  imple- 
ments faster  than  the  hardest  wear.  Johnston 
WAGON  and  IMPLEMENT  colors  and  lustre 
are  brilliant  and  lasting. 

Condensed  Selling  Data: 

Uses : On  trucks,  tractors,  wagons,  farm  imple- 
ments, machinery,  of  metal  and  wood;  also  excel- 
lent for  window  sashes. 


Dries:  In  24  hours. 

Reducers:  Utility  Thinner  or  turpentine. 

Covers:  Approximately  500  square  feet  to  gallon, 
one  coat. 

Sizes:  Quarts  and  gallons. 

Directions: 

Clean  surface  thoroughly  — using  Johnston 
Utility  Thinner,  turpentine,  naphtha  or  gasoline. 
Rust  or  scale  on  iron  or  steel  should  be  sanded 
down  until  entirely  removed.  Wipe  up  any  dirt 
or  dust  carefully. 


GRAY  YELLOW 


BLUE  GREEN 


RED  BLACK 
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“FLOOR  SECURITY” 

JOHNSTON  “FLOOR  SECURITY”  is  a new, 
fast-drying,  non-skid,  clear  finish  for  floors,  also 
for  interior  trim.  It  penetrates,  seals  and  waterproofs 
wood,  producing  a surface  of  extreme  durability  and 
imperviousness  to  moisture  and  dirt.  Resists  acid, 
alkali,  marring,  severe  foot-traffic  and  rubber-heel 
“burns.”  This  product  should  not  be  confused  with 
old-type  sealers  which  are  easily  soiled  and  scratched. 

“FLOOR  SECURITY”  is  also  reliable  as  a base 
under  other  finishes.  This  low-viscosity  material  is  a 
combination  of  thermochemically  treated  oils  and 
synthetic  gums.  It  seals  in  the  beauty.  Dries  in  six 
hours — lasts  for  years.  A gallon  covers  600  square 
feet  and  up  on  new  hardwood,  about  400  square  feet 
on  new  soft  wood. 

In  quarts  and  gallons;  also  5-gallon  containers. 

LINOLA 

STAIN-PROOF  and  dirt-proof  your  linoleum  or 
floors  with  Johnston  LINOLA.  An  enduring 
glossy  finish,  for  floors,  furniture,  etc.  Simply  brush 
a transparent  coat  of  this  unique  finish  on  printed 
linoleum,  woodwork  or  floors,  and  your  cleaning 
problem  is  solved — for  this  beautifully  smooth  and 
lustrous  finish  can  be  wiped  clean  with  a damp  cloth ! 
It  resists  dirt,  alcohol,  acid,  ammonia,  gasoline, 
scalding  water  or  grease,  weather  and  severe  wear. 

Use  LINOLA  also  for  boats,  autos,  gasoline  pumps, 
doors,  toys,  etc.  Dries  hard  in  4 to  6 hours.  Will  not 
discolor  the  most  delicate  colors  or  patterns.  Re- 
quires no  waxing.  One  gallon  covers  about  600  square 
feet,  one  coat. 

In  Yl  pints,  pints,  quarts  and  gallons. 

VI  VA  ALL-PURPOSE  VARNISH 

YI-VA  Varnish  under  ordinary  conditions  dries 
exceedingly  hard  overnight.  It  imparts  a lus- 
trous beautiful  finish,  is  easy  of  application  though 
heavy-bodied.  VI-VA  can  be  successfully  applied  to 
any  of  the  following  surfaces:  Floors,  woodwork  and 
trim,  furniture,  linoleum,  refrigerators,  wicker  fur- 
niture, porch  ceilings  and  porch  furniture. 

One  gallon  of  VI-VA  ALL-PURPOSE  Varnish 
covers  approximately  500  square  feet,  one  coat. 

In  y2  pints,  pints,  quarts  and  gallons. 
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SURETY  BOND  VARNISHES 

THERE’S  a SURETY  BOND  Varnish  for  each 
type  of  surface,  insuring  utmost  service  for  its 
specific  purpose.  Expertly  compounded  of  the  best 
ingredients,  easily  applied,  selT-leveling,  these  var- 
nishes are  unexcelled  for  the  particular  uses  listed 
below.  Gallons  cover  about  600  square  feet,  one  coat. 

SURETY  BOND  INTERIOR— An  especially  fine 
varnish  for  use  on  all  types  of  interior  work,  espe- 
cially interior  trim.  Produces  lustrous  finish  and  is 
very  durable.  Can  be  rubbed.  Dries  overnight. 

SURETY  BOND  4-HOUR — Hardens  in  four  hours. 
Pale,  quick-drying  and  durable,  waterproof  and 
weatherproof.  For  floors,  furniture,  linoleum,  wood- 
work, window  sills,  etc.  Mar-proof. 

SURETY  BOND  FLAT — Used  over  stains,  or  as  a 
varnish  on  all  woodwork,  for  a rubbed  effect  without 
rubbing.  Waterproof  and  widely  known  for  its  dura- 
bility. Dries  overnight. 

SURETY  BOND  FLOOR — For  natural  or  painted 
floors.  Heavy-bodied,  pale.  Produces  beautiful  high- 
lustre  surface.  Will  not  water-spot  or  scratch  white. 
Dries  overnight. 

SURETY  BOND  SPAR — For  spars,  cabins,  vessels, 
outside  doors.  The  best-known  preservative  for 
woods.  Very  tough.  Unaffected  by  sun,  water  and 
severe  atmospheric  changes. 

SURETY  BOND  GENERAL-PURPOSE  — Meets 
all  requirements  for  woodwork.  Very  tough.  Won’t 
mar  white  or  water-spot.  Dries  hard  overnight  with 
exceedingly  brilliant  finish. 

Sizes:  All  SURETY  BOND  Varnishes  are  available 
in  y2  pints,  pints,  quarts  and  gallons. 

SHELLAC 

STRICTLY-PURE,  4-lb.-cut  in  denatured  alcohol. 
In  y2  pints,  pints,  quarts  and  gallons. 

PASTE  WOOD  FILLER 

FOR  use  on  oak,  chestnut,  ash  and  other  open- 
grain  woods.  Fills  and  smooths  grain,  holds  var- 
nish out  boldly.  Choice  of  Natural — Light  Oak 
—Dark  Oak — Golden  Oak — Mahogany.  Gallon  suf- 
ficient for  about  600  square  feet.  In  y2  pints,  quarts 
and  gallons. 
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TAKEHOLD  PRIMER -FILLER 

TAKEHOLD  is  a combination  of  clear,  colorless, 
thermochemically-treated  liquid  and  pigments, 
which,  when  applied  over  indoor  surfaces,  makes  an 
ideal  primer-sealer  or  basic  coat  for  practically  every 
surface — wood,  metal,  brick,  plaster,  concrete,  etc. 

Varnishes  or  enamels  applied  over  TAKEHOLD 
adhere  perfectly  and  give  longer  wear  and  service 
than  when  applied  over  ordinary  primers  or  sur- 
faces, because  TAKEHOLD  penetrates  and  fills 
the  porous  surface,  stops  suction  of  the  succeeding 
coats  and  produces  an  elastic,  impervious  film  that 
will  not  become  hard  or  brittle  with  age. 

In  most  instances,  TAKEHOLD  should  be  thinned 
with  a small  quantity  of  turpentine  or  Johnston 
Utility  Thinner,  and  should  be  let  dry  overnight. 
When  dry,  sand  lightly  and  apply  the  succeeding 
coats  of  varnish,  enamel,  paint,  etc.  A gallon  covers 
about  500  square  feet,  depending  on  the  type  of  sur- 
face. 

TAKEHOLD  Primer-Filler  is  put  up  in  y2  pints, 
pints,  quarts  and  gallons. 


JOHNSTON  CEMENT  FINISH 

ALONG-WEARING  flat-finish  oil  paint  that 
will  outlast  casein  paints  or  paints  made  from 
Portland  cement,  and  will  look  better  much  longer. 
On  exterior  concrete  or  stucco  this  finish  resists  all 
weather  and  is  easily  rinsed  free  of  loose  dirt  by 
rain  or  hose.  Apply  over  a first  coat  of  house  paint. 
Also  useful  for  interior  surfaces,  over  a first  coat  of 
First  Kote-Over,  and  may  be  washed  with  soap  and 
water.  Under  normal  conditions,  Johnston  CEMENT 
FINISH  dries  hard  within  24  hours. 

Made  in  White,  Greystone,  Bedford  Stone,  Cement 
Color  and  Spanish  Cream — see  Johnston  Cement 
Finishes  color  card.  One  gallon  covers  about  150  to 
200  square  feet,  one  coat.  Johnston  CEMENT 
FINISH  is  put  up  in  quarts  and  gallons.  (Pints 
available  in  Outside  White  only.) 
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JO-PA-CO  PAINT-AND-VARNISH 
REMOVER 

A NEUTRAL  remover  of  exceedingly  quick  action. 
Very  economical  in  that  a like  amount  of  JO-PA-CO 
Paint-and- Varnish  Remover  will  remove  more  of  the 
old  finish  than  will  similar  products  on  the  market. 
In  y2  pints,  pints,  quarts,  gallons  ( Inflammable .) 

PURE  PUTTY 

MADE  from  whiting  and  linseed  oil.  Recommended 
for  those  wanting  the  best.  Dries  hard  and  firm. 
Will  not  discolor.  Put  up  in  1-lb.,  5-lb.,  123^-lb.  and 
25-lb.  cans,  also  in  100-lb.  drums. 

SANDPAPER 

COMES  in  House  Packages,  consisting  of  assorted 
sheets  of  standard-quality  sandpaper  in  the  different 
grits,  from  fine  to  coarse. 

LIQUID  JAPAN  DRYER 

A GOOD,  general-purpose  dryer  that  works  out  per- 
fectly in  nearly  any  type  of  paint  or  enamel.  Fairly 
pale  in  color.  Will  dry  paint  “from  bottom  out.”  In 
pints,  pints,  quarts  and  gallons. 

UTILITY  THINNER 

A GENERAL-UTILITY  thinner  and  turpentine 
substitute  for  use  in  paints  for  inside  and  outside 
service.  Leaves  no  objectionable  after-odor.  In  quarts 
and  gallons;  also  in  5-gallon  containers. 

SASH  BLACK 

A SPECIALLY-MADE,  hard-drying  black  finish, 
ready-mixed  for  use  on  window  sashes,  also  screen 
frames,  etc.  Put  up  in  y2  pints,  pints,  quarts  and 
gallons. 


Page  45 


JOHNSTON  COLORS  IN  OIL 

IN  handy  semi-liquid  form.  These  colors  possess  un- 
usual tinting  strength.  Ground  exceedingly  fine. 


Lampblack. 
Drop  Black 


Raw  and  Burnt  Sienna. . . 
Raw  and  Burnt  Umber.. . 


Prussian  Blue . . . 
Ultramarine  Blue 


American  Vermilion 
Permanent  Vermilion  . . . 

Tuscan  Red 

Turkey  Red 

English  Venetian  Red . . . 

Indian  Red 

Rose  Lake 

Rose  Pink 

Bulletin  Red 

Orchid  Tinting 


Chrome  Yellow — 
Lt.,  Med.,  Dp. . 

French  Ochre 

Golden  Ochre 


Chrome  Green — 
Lt.,  Med.,  Dp. 


Flake  White . . . 
Blue  Jay  White 


Venetian  Red 

Rochelle  Ochre 

Tinting,  French  Ochre. . . 
Prince’s  Brown 


Blacks 

Gals.  Quarts  H Pints 


* * * 

* * * 

Browns 

* * * 

* * * 

Blues 

* * * 

* * * 

Reds 

* * 

* * * 

* * * 

* * * 

* * * 

* * 

* * 

* * * 

* * * 


Yellows 


* * * 

* * * 

* * * 

Greens 

* * * 

Whites 

* * * 

* * * 


Specials 

* 

* 

* 

* 


Tubes 

* 

* 


* 


* 

* 


* 

* 

* 

* 

* 

* 

* 

* 

* 


* 

* 

* 


* 


* 


Graining  Colors 

Lt.  Oak.  Dk.  Oak, 

Walnut,  Mahogany . . . * * 

♦Indicates  availability  in  these  sizes.  Not  available  otherwise. 
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COLOR-MIXING  CHART 

A LOT  of  folks  like  to  make  their  own  tints.  The  «implified 
Chart  below  tells  what  colors  are  required  to  produce  the 
various  effects  named,  by  their  addition  to  white  paint  or  enamel. 
Use  Johnston  Color  in  Oil  reduced  to  creamy  consistency  with 
turpentine.  Add  the  colors  carefully,  stirring  into  the  paint  thor- 
oughly until  desired  tint  is  secured. 

To  Produce:  Tint  White  with  These  Colors: 

Light  Ivory Raw  Sienna. 

Old  Ivory Raw  Sienna,  trace  of  Burnt  Umber. 

Rich  Cream Raw  Sienna,  trace  of  Chrome  Yellow  Med. 

Canary Chrome  Yellow  Light. 

Colonial  Yellow Chrome  Yellow  Medium,  Raw  Sienna. 

Chamois Chrome  Yellow  Medium,  Burnt  Sienna. 

Peach Chrome  Yellow  Deep. 

Light  Cream Raw  Sienna,  Chrome  Yellow  Light. 

Straw Chrome  Yellow  Medium,  Raw  Sienna. 

Light  Tan French  Ochre,  Chrome  Yellow  Deep,  Drop 

Black. 

Medium  Tan Chrome  Yellow  Deep,  Burnt  Sienna,  Lamp 

Black. 

Dark  Tan Raw  Sienna,  Venetian  Red,  Drop  Black. 

Beige Chrome  Yellow  Medium,  Burnt  Umber. 

Ecru Raw  Sienna,  Burnt  Umber. 

Sand  Color Raw  Sienna,  Burnt  Umber,  Lamp  Black. 

Taupe Lamp  Black,  Raw  Sienna,  Burnt  Sienna. 

Dove  Gray Drop  Black,  Burnt  Sienna. 

Pearl  Gray Drop  Black. 

Light  Gray Lamp  Black. 

Medium  Gray Lamp  Black. 

Dark  Gray Lamp  Black. 

Gull  Gray Drop  Black,  Burnt  Umber. 

Frost  Gray Lamp  Black. 

Silver  Gray Lamp  Black,  Ultramarine  Blue. 

French  Gray Drop  Black. 

Light  Fawn Raw  Umber,  Lamp  Black. 

Stone  Color Lamp  Black,  Burnt  Sienna,  Chrome  Yellow 

Medium. 

Azure  Blue Ultramarine  Blue. 

Peacock  Blue Prussian  Blue,  Chrome  Green  Light. 

Sky  Blue Cobalt  Blue. 

Dutch  Blue Prussian  Blue,  Ivory  Black. 

Delft  Blue Ultramarine  Blue,  Drop  Black. 

Blue  Green Chrome  Green  Deep. 

Pea  Green Chrome  Green  Light,  Chrome  Yellow  Med. 

Apple  Green Chrome  Green  Light,  Chrome  Yellow  Light. 

Sea  Green Chrome  Green  Light,  Raw  Sienna. 

Nile  Green Chrome  Green  Light. 

Jade  Green Chrome  Green  Medium. 

Moss  Green Chrome  Green  Medium,  Raw  Sienna. 

Shell  Pink Permanent  Vermilion, 

Pink Permanent  Vermilion. 

Old  Rose Rose  Pink. 

Orchid Rose  Lake  or  Orchid  Tinting  Color. 

Lilac Rose  Pink,  Ultramarine  Blue. 

Lavender Rose  Lake,  Ultramarine  Blue. 

Light  Brown French  Ochre,  Burnt  Sienna,  Lamp  Black. 

Medium  Brown Raw  Sienna,  Burnt  Umber,  Burnt  Sienna. 

Oyster-Shell  White.  .Chrome  Yellow  Deep,  Drop  Black. 
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COLOR-HARMONIZING  CHART 


EXTERIO RS°OF  HOUSES 


BODY 

TRIM 

SHUTTERS 

ROOF 

White 

Surety  Bond 

Swiss  Green 
Vasda  Trim 

Swiss  Green 
Vasda  Trim 

Green 

White 

Surety  Bond 

Silver  Gray 
Surety  Bond 

Silver  Gray 
Surety  Bond 

Green 

White 

Surety  Bond 

Sahara  Sand 
Surety  Bond 

Tropical  Green 
Vasda  Trim 

Green 

White 

Surety  Bond 

White 

Surety  Bond 

Colonial  Blue 
Vasda  Trim 

Green 

Burma  Ivory 
Surety  Bond 

Tampa  Brown 
Vasda  Trim 

Tampa  Brown 
Vasda  Trim 

Red 

Prize  Cream 
Surety  Bond 

Charter  Oak 
Surety  Bond 

Charter  Oak 
Surety  Bond 

Brown 

N.  Y.  Cream 
Surety  Bond 

Buffalo  Brown 
Vasda  Trim 

Buffalo  Brown 
Vasda  Trim 

Brown 

N.  Y.  Cream 
Surety  Bond 

Justrite  Green 
Surety  Bond 

Justrite  Green 
Surety  Bond 

Green 

Sahara  Sand 
Surety  Bond 

Burma  Ivory 
Surety  Bond 

Tropical  Green 
Vasda  Trim 

Brown 

Santos  Brown 
Surety  Bond 

N.  Y.  Cream 
Surety  Bond 

Signal  Red 
Vasda  Trim 

Red 

Kent  Gray 
Surety  Bond 

White 

Surety  Bond 

White 

Surety  Bond 

Green 

LaSalle  Gray 
Surety  Bond 

Zane  Gray 
Surety  Bond 

Zane  Gray 
Surety  Bond 

Green 

Lee  Gray 
Surety  Bond 

Swiss  Green 
Vasda  Trim 

Swiss  Green 
Vasda  Trim 

Green 

Silver  Gray 
Surety  Bond 

Zane  Gray 
Surety  Bond 

Zane  Gray 
Surety  Bond 

Green 

Zane  Gray 
Surety  Bond 

Kent  Gray 
Surety  Bond 

Justrite  Green 
Surety  Bond 

Green 

White 

Surety  Bond 

Signal  Red 
Vasda  Trim 

Signal  Red 
Vasda  Trim 

Red 
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For  trim  add  one-eighth  to  one-fifth  of  the  amount  required  for  body. 
A half  gallon  will  cover  12  to  14  pairs  of  blinds,  one  coat. 


I 

I 

I 

i 

i 

i 

i 

i 

i 

t 

i 

i 

i 


K ’St 
O 


-CXI 

w u-2 
S8| 


■*-> 

£ .2 


For 

Baseboard, 

Moulding 

1 Pt. 

1 Pt. 

1 Pt. 

1 Pt. 

1 Pt. 

1 Pt. 

1 Pt. 

1 Pt. 

1 Qt. 

Finish 

for 

Floors 

1 Pt. 

1 Pt. 

1 Qt. 

lQt. 

1 Qt. 

3 Pts. 

3 Pts. 

2 Qts. 

5 Pts. 

Paint 

for 

Ceiling 

1 Pt. 

1 Qt. 

l Qt. 

3 Pts. 

3 Pts. 

2 Qts. 

2 Qts. 

3 Qts. 

1 Gal. 

Ceiling 

Height 

10  Feet 

cd  cd  cd  cd 

o o o o 

£ X 

pH  pH  rH 

cd  cd  cd  cd  cd 

o o o o o 

& X £ as 

■~l  H rH  ,-1  CM 

Ceiling 

Height 

9 XA  Feet 

cd  cd  Cd  Cd 

o a a o 

& SS  X 

rH  pH 

cd  cd  cd  cd  cd 

o o o o o 

y V \®  \«> 

ph\  pH\  ©on  »o\ 

pH  pH  pH  pH  pH 

Ceiling 

Height 

9 Feet 

(Q  C3  d] 

o o o o 

N* 

co\  eo\  t»\ 

r— H 

cd  cd  cd  cd  cd 

o o o o o 

X as  £ as  & 

pH  pH  pH  pH  pH 

Ceiling 

Height 

8'A  Feet 

cd  13  Id  *2 

o o o e> 

y \® 

»o\  eo\  t-N 

pH 

rj  w d "w 

o a o o o 

X x as  as  X 

pH  pH  pH  pH  pH 

Ceiling 

Height 

8 Feet 

cd  cd  cd  cd 

o a o o 

\»  v \»  \® 

VOX  to\ 

rt  c3  "rt  rt 

o o o o o 

X as  as  as 

pH  pH  pH  pH  pH 

Distance 

Around 

Room 

30  Feet 

35  Feet 

40  Feet 

45  Feet 

50  Feet 

55  Feet 

60  Feet 

70  Feet 

80  Feet 
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For  rough,  sand- finish  walls  or  unpainted  wallboard  add  50%  to  above  quantities. 
For  each  door  or  window  deduct  Yi  pint  of  material  for  walls. 


SURFACE  INDEX 

EXTERIOR  SURFACES 

BARNS—  Page 

Dultone  Shingle  Stain 36 

Mamolith  Barn  and  Roof  Paint 39 

Mamolith  Home  and  Building  Paint 10,  11 

No-Eq-Ual  Black  Paint 40 

No-Eq-Ual  Super  Fibre  Coating 38 

Rainbow  House  Paint 8,  9 

Surety  Bond  House  Paint 2,  3,  5 

Thrift  Unreduced  Paint 12,  13 

Turkey  Barn  and  Roof  Paint 37 

Vi-Va  Aluminum  Enamel 35 

DOORS  (Enamel  or  Paint  Finishes) — 

Dull  Kote  Enamel  Undercoat 32 

Exterior  White  Primer 4 

House  Paints  (as  above) 2,  3,  5,  8,  9,  10,  11,  12,  13 

Old  Chelsea  "Quick"  White  Enamel 32 

Scotch  Foui-Houi  Enamel 28,  29 

DOORS  (Natural  or  Stain  Finish) — 

Linola 42 

Scotch  Oil  Wood  Stains 33 

Super  Duty  Varnish  Stain 30,  31 

Surety  Bond  Spar  Varnish 43 

FENCES  (Iron)— 

Iron  Kote  Black  Enamel 34 

No-Eq-Ual  Black  Paint 40 

FOUNDATIONS— 

Cement  Finish 44 

Exterior  White  Primer 4 

No-Eq-Ual  Black  Paint  (below  ground  level) 40 

GARAGES  (Metal  or  Wood)— 

Mamolith  Home  and  Building  Paint 10,  11 

Rainbow  House  Paint 8,  9 

Surety  Bond  House  Paint 2,  3,  5 

Thrift  Unreduced  Paint 12,  13 

GUTTERS,  DOWNSPOUTS— 

Anti-Corrosive  Paint  (Gray) 35 

Bara  Paints 37,  39 

House  Paints  (as  above) 2,  3,  5,  8,  9,  10,  11,  12,  13 

Vasda  Trim  Finishes 6,  7 

HOUSES  (Brick)— 

Exterior  White  Primer 4 

Mamolith  Home  and  Building  Paint 10,  11 

Rainbow  House  Paint 8,  9 

Surety  Bond  House  Paint 2,  3,  5 

Thrift  Unreduced  Paint 12,  13 

Turkey  Red  Paint 37 

Vasda  Trim  Finishes 6,  7 

HOUSES  (Wood)— 

Dultone  Shingle  Stain 36 

Exterior  White  Primer 4 

Mamolith  Home  and  Building  Paint 10,  11 

Rainbow  House  Paint. 8,  9 

Surety  Bond  House  Paint 2,  3,  5 

Thrift  Unreduced  Paint 12,  13 

Vasda  Trim  Finishes 6,  7 

PORCH  FLOORS  (Cement)— 

Porch  and  Deck  Paint 14,  15 

Rainbow  Floor  and  Deck  Enamel 16,  17 


EXTERIOR  SURFACES  (Cont’d) 


PORCH  FLOORS  (Wood)—  Page 

Porch  and  Deck  Paint 14,  15 

Rainbow  Floor  and  Deck  Enamel 16,  17 

PORCH  FURNITURE— 

Old  Chelsea  "Quick"  White  Enamel 32 

Scotch  Four-Hour  Enamel 28,  29 

Super  Duty  Enamel 30,  3 1 

ROOFS  (Composition) — 

Kantleak  Roof  Cement 40 

No-Eq-Ual  Super  Fibre  Coating 38 

ROOFS  (Metal)— 

Anti-Corrosive  Paint  (Gray) 35 

Mamolith  Barn  and  Roof  Paint 39 

No-Eq-Ual  Black  Paint 40 

Turkey  Barn  and  Roof  Paint 37 

ROOFS  (Wood  Shingled) — 

Dultone  Shingle  Stain 36 

WINDOW  SASHES— 

Sash  Black 45 

House  Paints 2,  3,  5,  8,  9,  10,  11,  12,  13 

Vasda  Trim  Finishes 6,  7 

Wagon,  Truck  and  Implement  (Black) 41 

WIRE  SCREENS— 

Screen  Paint 34 

Surety  Bond  Spar  Varnish  ( or  copper) 43 

INTERIOR  SURFACES 

CEILINGS  (Plaster,  Wallboard,  Metal  or  Wood)— (See  Walls) 
FLOORS  (Cement) — 

"Floor  Security" 42 

Porch  and  Deck  Paint 14,  15 

Rainbow  Floor  and  Deck  Enamel 16,  17 

Takehold  Primer-Filler 44 

FLOORS  (Wood,  Natural  or  Stain  Finish) — 

"Floor  Security" 42 

Linola 42 

Paste  Wood  Filler 43 

Scotch  Oil  Wood  Stains 33 

Super  Duty  Varnish  Stain 30,  31 

Surety  Bond  Floor  Varnish 43 

Takehold  Primer-Filler 44 

FLOORS  (Wood,  Painted  Finish) — 

Rainbow  Floor  and  Deck  Enamel 16,  17 

Scotch  Four-Hour  Enamel 28,  29 

Super  Duty  Enamel 30,  31 

Takehold  Primer-Filler 44 

FURNACES,  PIPES,  ETC.— 

Anti-Corrosive  Paint  (Gray) 35 

Iron  Kote  Black  Enamel 34 

Vi-Va  Aluminum  Enamel 35 

FURNITURE  (Enamel  Finish) — 

Dull  Kote  Enamel  Undercoat 32 

Old  Chelsea  "Quick"  White  Enamel 32 

Scotch  Four-Hour  Enamel 28,  29 

Super  Duty  Enamel 30,  31 

Takehold  Primer-Filler 44 


INTERIOR  SURFACES  (Cont’d) 

FURNITURE  (Stain  or  Varnish  Finish) — Page 

Linola 42 

Paste  Wood  Filler 43 

Scotch  Oil  Wood  Stain 33 

Super  Duty  Ground  Color 31 

Super  Duty  Varnish  Stain 30,  31 

Surety  Bond  Four-Hour  Varnish 43 

LINOLEUM— 

Linola 42 

Rainbow  Floor  and  Deck  Enamel 16,  17 

Scotch  Four-Hour  Enamel 28,  29 

Surety  Bond  Floor  Varnish 43 

Surety  Bond  Four-Hour  Varnish 43 

RADIATORS— 

Aluminum  Enamel 34,  35 

Dull  Kote  Paint 18,  19 

Gold  Enamel 34 

Iron  Kote  Enamel 20,  2 1 

Vi-Va  Aluminum  Enamel 35 

REFRIGERATORS— 

Old  Chelsea  "Quick"  White  Enamel 32 

Linola 42 

Scotch  Four-Hour  Enamel 28,  29 

Super  Duty  Enamel 30,  3 1 

WALLS— 

Casein  Paint 27 

Dull  Kote  Paint 18,  19 

First  Kote-Over 26 

Interior  Gloss 22,  23 

Ivory  Kote 20,  2 1 

Old  Chelsea  “Quick"  White  Enamel 32 

Once-Over  Flat  Wall  Paint,. 24,  25 

Prima-Sote  Sealer 26 

Rainbow  Enamel 16,  17 

Rainbow  House  Paint 8,  9 

Scotch  Four-Hour  Enamel 28,  29 

Super  Duty  Enamel 30,  3 1 

Surety  Bond  House  Paint 2,  3,  5 

WOODWORK  (Paint  or  Enamel  Finish) — 

Dull  Kote  Enamel  Undercoat 32 

Dull  Kote  Paint 18,  19 

Interior  Gloss 22,  23 

Ivory  Kote  Enamel 20,  21 

Old  Chelsea  "Quick"  White  Enamel 32 

Rainbow  Floor  and  Dack  Enamel 16,  17 

Scotch  Four-Hour  Enamel 28,  29 

Super  Duty  Enamel 30,  3 1 

Surety  Bond  Paint 2,  3,  5 

Take  hold  Primer-Filler 44 

Thrift  De  Luxe  White  Enamel 32 

WOODWORK  (Stain  or  Varnish  Finish) — 

Linola 42 

Scotch  Oil  Wood  Stain 33 

Super  Duty  Varnish  Stain 30,  31 

Surety  Bond  Flat  Varnish 43 

Surety  Bond  Interior  Varnish 43 

Takehold  Primer-Filler 44 

Vi-Va  All-Purpose  Varnish 42 


GENERAL  INDEX 


A 

Aluminum  Enamtl 

Anti-Corros*ve  Paint  (Gray) 


34.  35 

. . . .35 


Barn  Paints 

Brick  Paints.  . . . 


B 

. . . .2.  3.  S.  8.  9.  10,  11.  12.  13.  35.  36.  37.  38,  39.  40 
2.  3.  4.  5,  8.  9,  12.  13,  37 


c 

Casein  Paint 

Cement  Finish 

Cement,  Roof 

Charts — 

Color-Mixing  Chart 

Exterior  Color-Harmonizing  Chart. 
Interior  Color-Harmonizing  Chart. 

Coating,  Roof 

Color-Harmonizing  Chart,  Exterior. . 
Color-Harmonizing  Chart,  Interior.. 

Color  Mixing  Chart 

Colors  in  Oil 


27 

44 

40 


47 

48 

49 
36 

48 

49 
47 
46 


D 

Dryer 45 

Dull  Kote  Paint 18,  19 

Dull  Koto  Undercoat 32 

Dultone  Shingle  Stains 36 

E 

Enamel  Undercoat 32 

Enamels — 

Aluminum .34,  35 

Floor  and  Deck 16,  17 

Four-Hour 28,  29,  30,  31 

Gold 34 

Interior 16.  17,  20.  21.  22.  23,  28,  29,  30,  31,  32,  34 

Interior  Gloss 22,  23 

Iron  Kote 34 

Ivory  Kote 20,  21 

Old  Chelsoa  “Quick''  White 32 

Rainbow  Floor  and  Deck 16,  17 

Scotch  Four-Hour 28,  29 

Screen  (Paint) 34 

Super  Duty 30,  31 

Thrist  De  Luxe  White 32 

Vi»Va  Aluminum 35 

Estimator,  Exterior 50 

Estimator,  Interior 51 

Exterior  Color-Harmonizing  Chart 48 

Exterior  Estimator 50 

Exterior  Varnishes 42,  43 

Exterior  White  Primer 4 


F 


Filler,  Paste  Wood 43 

First  Kote-Over 26 

Flat  Varnish 43 

Flat  Wall  Paint 18.  19,  24.  25,  27 

Floor  and  Deck  Finishes 14,  15,  16,  17 

“Floor  Security” 42 

Floor  Varnishes 42,  43 

Four-Hour  Enamels 28,  29,  30,  31 

Four-Hour  Varnish 43 

Four-Hour  Varnish  Stains 31 


G 

General-Purpose  Varnish 

Gold  Enamel 

Ground  Color 


43 

34 

31 


H 

House  Paints 2.  3,  5.  6,  7.  8.  9.  10.  11,  12.  13 


I 

Implement  Paint 41 

Interior  Color-Harmonizing  Chart 49 

Interior  Enamels 16.  17.  20.  21.  22,  23.  28,  29,  30,  31.  32,  34,  35 

Interior  Estimator 51 

Interior  Gloss 22,  23 

Interior  Varnishes 42,  43 

Ivory  Kote  Enamel.  . 20,  21 


K 


Kantleak  Roof  Cement 40 

L 

Linola 42 


M 

Mamolith  Barn  and  Roof  Paint 

Mamolith  Home  and  Building  Paint. 


. . .39 
10.  11 


N 

No-Eq-Ual  Black  Roof  Paint 

No-Eq-Ual  Super-Fibre  Roof  Coating. 


40 

38 


o 


Oil  Colors 46 

Oil  Wood  Stains 33 

Old  Chelsea  “Quick"  White  Enamel 32 

Once-Over  Flat  Wall  Paint 24,  28 


Paints — P 


Aluminum  (Enamel) 35 

Anti-Corrosive  (Gray) 35 

Barn 2.  3,  5.  8.  9.  10.  11.  12.  13.  35.  36.  37.  38.  39.  40 

Casein 27 

Cement 44 

Dull  Kote 18.  19 

Floor  and  Deck  (Enamel) 16.  17 

Gloss  White  (and  White  Enamel) 22,  23,  28,  29,  30,  31,  32 

House 2.  3.  5.  6.  7.  8.  9.  10.  11.  12.  13 

Interior  Gloss 22,  23 

Mamolith  Barn  and  Roof . 39 

Mamolith  Home  and  Building 10,  11 

No-Eq-Ual  Roof 40 

Once-Over  Flat  Wall 24.  52 

Porch  and  Deck 14.  16,  16.  17 

Roof 35.  36.  37.  38.  39.  40 

Sash  Black 45 

Screen 34 

Surety  Bond  House 2,  3 ,5 

Thrift  Unreduced 12,  13 

Turkey  Barn  and  Roof .37 

Wagon,  Truck  and  Implement 41 

Wall 18,  19.  20.  21.  22.  23.  24.  25.  26.  27 


Paint  (and  Varnish)  Remover 45 

Paste  Wood  Filler 43 

Prima-Sote  Wallboard  Sealer 26 


Primers — 

Exterior  White  Primer 

First  Kote-Over 

Prima-Sote 

Takehold 

Putty 

R 

Rainbow  Floor  and  Deck  Enamel 

Rainbow  House  Paint 

Remover,  Paint  and  Varnish. 

Roof  Cement 

Roof  Coating 

Roof  Paints 

s 

Sandpaper 

Sash  Black 

Scotch  Four-Hour  Enamel 

Scotch  Oil  Wood  Stain 

Screen  Paint 

Sealers 

Shellac 

Shingle  Stains. 

Spar  Varnish 

Stains — 

Oil 

Shingle 

Varnish 

Super  Duty  Enamel.  Ground  Color  and  Stains 

Surety  Bond  House  Paint 

Surety  Bond  Varnishes 

T 

Takehold  Primer-Filler 

Thinner,  Utility 

Thrift  Unreduced  Paint 

Thrift  Do  Luxe  White  Enamel 

Trim  Finishes 

Truck  Paint 

Turkey  Barn  and  Roof  Paint 

u 

Undercoat,  Enamel 

Utility  Thinner 


4 

26 

26 

44 

45 


16.  17 

8.  9 

4S 

40 

38 

36,  37,  38.  39.  40 


45 

. . . .43 
28.  29 
...33 
...34 
26.  44 
....43 
. . . .36 
. . . .43 


....33 

36 

.30.  31 

30.  31 
2.  3.  8 

....43 


44 

. . . .43 
12.  13 
....32 
..6.  7 

41 

...37 


32 

45 


Varnishes— 


Floor 42,  43 

"Floor  Security" 42 

F our  .Hour 43 

General-Purpose 43 

Interior ..43 

Linola 42 

Spar. 43 

Surety  Bond .43 

Vi-Va  All-Purpose 42 

Varnish  (and  Paint)  Remover 43 

Varnish  Stains 30,  31 

Vasda  Trim  Finishes 6.  7 

Vi-Va  All-Purpose  Varnish 42 

Vi-Va  Aluminum  Enamel 35 


w 

Wagon.  Truck  and  Implement  Paint 41 

Wall  Finishes 18,  19.  20,  21,  22.  23,  24.  25,  26.  27.  32.  33 

Wall  Sealers 26.  44 

Wood  Filler 43 


J S071-MI 


THE  R.  F.  JOHNSTON 
PAINT  COMPANY 

Paint,  Varnish  & Lacquer  Makers 
CINCINNATI  * OHIO 


